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LIQUID HANDLING EQUIPMENTS

ACCUMAX BOTTLE TOP DISPENSER

Recirculation valve for environment friendly & cost saving
operation*

Springless valve design offers high-chemical resistance & a
longer-life with zero maintenance

Unique mechanism allows cleaning and servicing of piston
cylinder without disturbing calibration

Discharge tube with 360° rotation for convenient dispensing in
multiple vessels.

Easy tore-calibrate with asingle tool

Calibrated as per 1ISO 8655-6 standards in 1ISO 17025 accredited
lab

Safety locking feature prevents accidental flow of reagents

Dual graduation marks enables precise volume setting & clear
visibility from both sides

Volume lock for enhanced precision & accurate volume setting
Snap-fit mounting of discharge-tube

Telescoping filling tube compatible with different sizes of
reagent bottles

Min Vol -0.25 ml, Max Vol - 60 ml

*Recirculation valve is an optional feature

ACCUMAX ELECTRONIC PIPETTE

Intuitive graphical interface makes it operationally very easy to
use

Lightweight construction makes pipetting effortless and pain-
free even after extensive usage

Auto-sensing magnetic piston for precise pipetting
State-of-the-art stepper motor for long lasting performance

5 different pipetting modes for all of your pipetting needsin a lab
like: Forward pipetting, Reverse pipetting, Multi dispensing,
Mixing, Diluting

Calibrated as per 1SO 8655-5 standards in ISO 17025 accredited
lab

3 point precise auto-calibration provides most accurate and
precise delivery of liquid throughout the pipetting range
Ultra-efficient battery delivers 5 hours of continuous usage
Intelligent Sleep mode conserves battery when notin use

A smart charging stand which can be used for overnight charging
or whenthe pipetteis notinuse

Min Vol -0.5 ul, Max Vol - 5,000 ul

Available In Variable & Fixed Variants For
Single Channel & In 8/12 Channel Variants.

AN ISO 9001 : 2015 & ISO 13485 : 2016 CERTIFIED MFG. COMPANY
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LIQUID HANDLING EQUIPMENTS Jccumax@))

I ACCUMAX SMART PIPETTE

* Fully autoclavable and UV resistant

* Pipette handle has coating of Thermoplastic Elastomer
to prevent body heat transfer to internal parts during
long pipetting hours for high accuracy

e Smooth plunger movement along with comfortable
finger rest for fatigue free pipetting

* In house cleaning, repair and calibration possible
without any special tools

e Specially designed tip cone with universal tip
adaptability with soft loading-ejection of tips

e Calibrated as per 1SO 8655-5 standards in ISO 17025
accredited lab

e 3yearswarranty

e MinVol-0.1ul,MaxVol-10,000 ul

Available In Variable & Fixed Variants For
Single Channel & In 8/12 Channel Variants.

I ACCUMAX A MECHANICAL PIPETTE

 Fully Autoclavable

e Click stop counter system for convenient volume setting

» Ergonomic Design ensuring light weight & soft plunger
movement

e Durable Tip Cone made of PVDF Offers The Highest
Resistance To physical Shocks And Chemical Corrosion
And Is Compatible With Most Types Of Tips.

» Calibrated as per1SO8655in1SO 17025 accredited lab

e 3yearswarranty

*  MinVol-0.5ul,MaxVol-10,000 ul

Available In Variable & Fixed Variants For
Single Channel & In 8/12 Channel Variants.

*OEM request can be entertained. Specifications can be changed without notice for quality improvement.



LIQUID HANDLING EQUIPMENTS

I ACCUMAX PRO MECHANICAL PIPETTE

» Pipette handle with grip made of Thermoplastic Elastomer
to prevent body heat transfer to internal parts during long
pipetting hours for high accuracy

e Durable tip cone made of PVDF offers the highest
resistance to physical shocks and chemical corrosion and is
compatible with most types of tips.

e Click stop counter system for convenient volume setting

e Ergonomic Design ensuring light weight & soft plunger
movement

» Calibrated as per1SO8655in1SO 17025 accredited lab

» Autoclavable lower assembly

e 3yearswarranty

e« MinVol-0.1ul,MaxVol-10,000ul

Available In Variable & Fixed Variants For
Single Channel & In 8/12 Channel Variants.

] ACCUMAX VA-FA

e Ergonomic design ensuring light weight & soft plunger
movement

e Durable tip cone made of PVDF offers the highest
resistance to physical shocks and chemical corrosion and is
compatible with most types of tips.

* Calibrated as per I1SO 8655-5 standards in 1ISO 17025
accredited lab

» Click stop counter system for convenient volume setting

» Autoclavable lower assembly

e lyearwarranty

e MinVol-0.1ul,MaxVol-10,000 ul

Available In Variable & Fixed Variants For
Single Channel & In 8/12 Channel Variants.

AN ISO 9001 : 2015 & ISO 13485 : 2016 CERTIFIED MFG. COMPANY




LIQUID HANDLING EQUIPMENTS

| ACCUMAX JR. PIPETTE

*  Working size of 130mm ensures it perfectly fits in the
hand for convenient pipetting

« Small enough to fit in a kit which can be supplied as a
standard accessories

e All pipettes are calibrated as per EN ISO 8655

» Specially designed tip Cone that adapt both - 10 ul & 200
ul tips

» Twostep plunger

Customize Any Volume Between 2ul To 100l

I ACCUMAX PIPETTE CONTROLLER

» Powerful yet quiet pump can fill 25 ml pipette under 4
seconds

» Ergonomicdesign for effortless and smooth working

* Double Safety valve and hydrophobic filters provide
double protection against fluid penetration

* Autoclavable pipette cone to avoid cross contamination

» Two different speed modes - High, Low along with
Gravity drain

e Cadmium Free environment friendly NiMH
rechargeable batteries that will continuously work for 8
hours after every recharge

« Batteriescan be changed very easily
by the end user

e Low batteryindicator

» Supplied with two stands- Wall mounting and Table top,
for convenient resting-storage

e Supplied with total 3 hydrophobic filters as standard
accessories

*OEM request can be entertained. Specifications can be changed without notice for quality improvement.



LAB CONSUMABLES

| AccumAx TIPS

» Certified DNase, RNase, Pyrogen, Endotoxin, Human DNA [
&PCR Inhibitor Free. w ;'
e Fully automatic, human touch free manufacturing plant |
with class 100K clean room facility ensures optimum purity
e Accumax Tips are produced from swiss-made Diamond .
finish mold for flawless “super smooth” internal surface |
e Produced from US FDA approved raw material ‘

* Free of lubricants and heavy metals which guarantees no |

leaching and sample contamination from raw material
\
» Adaptability with wide range of pipettes ( (4 } - I |\
e Graduation marks which act as visual checks to minimize i1 ' ( [ |
any risk of errors during pipetting VL
10004l 100041 20041 200ul  10pl  10pl  10ul
XL XL XN XL
; /
LOW RETENTION TIPS P -
Specially developed resins combined with high quality //
diamond finish mould creates super hydrophobic internal o
surface which ensures maximum recovery of sampleyield
-
[ ‘
[ }
FILTER TIPS RN \ ‘
. | I
» Specially developed PE filters for pipetting application ‘ J | | || | \ ‘
|
» Thefilter serves as a barrier against aerosols formed during \ \ |
pipetting } | | '.
* Filter tips protect the pipette shafts from contamination !k [l | | | } ’ ‘
and reduce the risk of cross-contamination and faulty i | 1. | J L;l
measuring results 10yl 104l 10pl 204 SO 100p 2004 2004 10004 1000
XL XN XL XL
RACK PACK
e Full I I kabl
ully autoclavable & stackable ’N n

» Hingerackallows single hand operation
e Sturdy and solid design for long durability |l| J\ J/MLJ
» Color coded tray for easy identification

AN ISO 9001 : 2015 & ISO 13485 : 2016 CERTIFIED MFG. COMPANY




LAB CONSUMABLES Accumax a))

RELOADING STACK

e Reloadrack with minimal efforts
e Tipspre-arrangedin 8X12 format
e Minimal wastage & cost saving

BULK PACK

» Packedinself standing polyethylene bag with easy
tearing for convenient usage

» Perforation & zip lock-Double sealing provides better protection
against contamination and spillage while in use

] ACCUMAX TUBES
CENTRIFUGE TUBES

* Manufactured in a fully automatic, human touch free plant with

class 100K clean room facility from US FDA approved resin

» Certified DNase, RNase, Endotoxin, Pyrogen Free
* Free of lubricants and heavy metals which guarantees no

leaching and sample contamination from raw material
e Special mould design along with superior raw material ensures

e

that tubes can withstand higher G-force, and makes it suitable

for wide range of application

(T PORS NPV NPV WV RPN YWD RS WL
-

« Tamper proof printing for easy traceability during longer storage ] 2
« Withstand temperatures from - 80°C to +121°C

e Leak proof design of cap makes it convenient for long term

storage 15 ML 50 ML 50 ML
17000 g 20000 g Self Standing

uﬁﬁ
ol

« Fitallstandard and high capacity centrifuge rotors

MICROCENTRIFUGE TUBES

« Manufactured in a fully automatic, human touch free plant with
class 100K clean room facility from US FDA approved resin

» Certified DNase, RNase, Endotoxin, Pyrogen Free

e Specially designed leak proof seal cap allows single hand
operation

e Special mould design along with superior raw material ensures
that tubes can withstand upto 20000 G-force

» Thincap membrane for easy needle piercing

* No sharp points or edges. Ultra smooth design doesn’t catch
gloves

. . 2.0ML 1.7 ML 0.5 ML
e Clearand precise graduations

*OEM request can be entertained. Specifications can be changed without notice for quality improvement.



LAB CONSUMABLES

] PCR CONSUMABLES

 Ultrathin walls ensures maximum heat transfer

» Assured evaporationrate of < 5%

e Certified DNase, RNase, & Human DNA free

e Freefrom PCRinhibitor and Endotoxin

» Specially designed smaller bulk packs to avoid
contamination by different researcher

* Non-reactive internal surface and uniform wall
thickness for consistent & error-free results

* Huge range of offering as per need in strips and
plates that suits wider application for PCR and gPCR.

Accumax Lab devices Pvt. Ltd

: inffo@accumaximum.com
@ E:in
\Accumax / W: www.accumaximum.com



